GENIUS IN RADAR

PRODUCT OVERVIEW

The LR-D1 Pro is the world’s first commercially available
dual band radar altimeter. Operating at 24 GHz & 60 GHz,
this 2-in-1 sensor provides critical, centimeter-level
readings during landing and approach while still offering
the power and range to provide accurate altitudes

measurements up to 500m.

APPLICATIONS

e Tactical / MALE
e VTOL / eVTOL

e Cargo Vehicles

e Aerial Target
o Utility / Oil & Gas
e Recon & Surveillance

e Search & Rescue e UAM / AAM
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DUAL FREQUENCY

Operating at 24 GHz & 60 GHz with proprietary
data fusion algorithms, the LR-D1 Pro provides

seamless and precise altitudes from 0.3m - 500m.

CENTIMETER-LEVEL PRECISION

Ideal for VTOL, the LR-D1 Pro provides real-time
height data to the nearest centimeter to support

the most critical moments of flight.

ALL-WEATHER

Ainstein’s radar-based altimeters ensure the
utmost reliability regardless of weather, lighting

or environmental conditions.
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PRODUCT SPECIFICATIONS

Frequency 24 GHz
60 GHz
Field of View 43° Azimuth

30° Elevation

Altitude Range

0.3m-500m

Altitude Precision

+1.5cm (<5 m)
+7.5 cm (>5m)

Power Consumption 13 W
Operating Voltage 10-30V
Update Rate 66 Hz
Bandwidth 250 MHz
Operating Temperature Range -40°C-60°C

Dimensions 174 mm x 134 mm x 37.5 mm
Weight 685¢g

IP Rating P67

Interface UART TTL, CAN, RS232, RS422, RS485

8PIN CONNECTOR—"
Binder 0901280008
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